
The specification and appearances of the equipment described in this catalogue are 

subject to change without previous notice.

由於對產品的改良及更新，本產品型錄之產品規格及外觀的修改恕不事先通知﹗

GOOD DESIGN

AUTOMATIC  SYSTEM
FEB.2019

模擬流程圖
SIMULATION FLOW CHART

ASC-EBS100

ASP-PTA100

ASO-EBI100 ASP-EBJ SERIES

ASV-EBS100

ASK-EBS100

EBS WORK FLOW



Ultrasonic Cutter  超音波切刀 Position Marker  劃線定位 3-Color Indicator  3色指示燈

褲頭鬆緊帶自動上腰機

ASC-EBS100
ASP-PTA100

Automatic Topstitch 
Wasitbanding Machine

Automatic Paper Tag 
Attaching Machine

褲頭鬆緊帶自動上腰機

褲腰自動上紙標機

Automatic Multi Needle 
Waistbanding Machine

ASO-EBI100 ASP-EBJ SERIES

ASV-EBS100

褲頭鬆緊帶自動上腰機

Automatic Overlock 
Wasitbanding Machine

ASK-EBS100

ASC-EBS100 ASV-EBS100 ASV-EBS100

ASP-EBJ100/100S ASP-EBJ200

成衣生產製程
GARMENT PRODUCTION PROCESS

選配件
OPTIONAL ACCESSORIES

產品規格
SPECIFICATION

ASC-EBS100

150 L/min

Output: 10 sec/piece (Perimeter 61cm)
Stitch number: 385 stitches
Stitch length: 3.8~4mm
Sewing speed: 4000 SPM
Sewing time: 5.8 sec/piece

UY×128GAS #10

0.6 Mpa

940mm ~ 1600 mm

Lycra, Nylon

20 ~ 40 mm

4000 SPM (最高 Max )

SIRUBA Interlock C007K-W122-356 

ASK-EBS100型號 Model

氣體消耗量 
Air Consumption 150 L/min

Output: 15 sec/piece (Perimeter 61cm)
Stitch number: 425 stitches
Stitch length: 2.8~3mm
Sewing speed: 4000 SPM
Sewing time: 4.25 sec/piece

生產效率
Production Capacity

鬆緊帶寬度
Elastic Width

使用針型
Needle Type

車縫速度 
Sewing Speed

車縫布料
Fabric Type

撐開周長範圍
Perimeter Range

氣壓
Air Pressure

DC×27 #11

0.6 Mpa

840 mm ~ 1450 mm

Lycra, Nylon

20 ~ 55 mm

4000 SPM (最高 Max )

(W)1400×(D)800×(H)1700mm
( With table and thread stand含桌板、線架 )

(W)1400×(D)800×(H)1700mm
( With table and thread stand含桌板、線架 )

(W)1400×(D)800×(H)1700mm
( With table and thread stand含桌板、線架 )

SIRUBA Overlock 747KST-514M3-24/VT搭配縫紉機機頭
Machine Head

機器尺寸
Machine Dimensions

ASP-PTA100型號 Model

搭配縫紉機機頭 Machine Head SIRUBA LKS-1903AN
車縫速度 Sewing Speed

DP×17 #11使用針型 Needle Type
2000 SPM (最高 Max )

Left 35~65mm, Right 35~90mm
35~65mm

5~7mm
0.4~0.6mm

0.5 Mpa氣壓 Air Pressure

紙卡單邊長 Card Length
紙卡寬度Card Width
摺痕寬度 Crease Width
紙卡厚度 Card Thickness

適用紙卡規格 
Card dimensions

2 L/min

機器尺寸Machine Dimensions (W)1050×(D)750×(H)1530mm ( With table and thread stand含桌板、線架 )
消費電力 Power consumption 660 W ( Max )

氣體消耗量 Air Consumption

車縫範圍 
Sewing range

車縫速度 Sewing Speed 2500 SPM (最高 Max )

ASP-EBJ100 ASP-EBJ100S型號 Model

使用針型 Needle Type

鬆緊帶寬度
Applicable elastic Width

氣壓 Air Pressure

機器尺寸 Machine Dimensions

縫紉尺寸 Stitch Length

生產效率 Production Capacity

DPx5 #14 DPx5 #14DPx5 #14

Output: 5 sec/piece、Total stitch: 33 (產速：5秒/件、針數：33針)

0.5 Mpa

30 L/min

0.5 Mpa

30 L/min

0.5 Mpa

30 L/min

(W)1230X(D)1030X(H)1530mm
( With table and thread stand 含桌板、線架 )

6mm ∼  20mm

氣體消耗量 Air Consumption

搭配縫紉機機頭 Machine Head

2500 SPM (最高 Max )

JUKI  LK-1920 / JUKI  AMS210ENSS1510

ASV-EBS100

150 L/min

Output: 22 sec/piece (Perimeter 61cm)
Stitch number: 385 stitches
Stitch length: 3.8~4mm
Sewing speed: 2500 SPM
Sewing time: 18 sec/piece

UY×113GS #11

0.6 Mpa

800mm ~ 1450 mm

Lycra, Nylon

30~60 mm

2500 SPM (最高 Max )

SIRUBA VC008 12064P

2800 SPM (最高 Max )

ASP-EBJ200

(W)1550X(D)1150X(H)1530mm
(With table and thread stand 含桌板、線架)

20mm ∼  90mm20mm ∼  50mm

馬達功率
Motor Efficiency

電熱功率
Heater Efficiency

ASO-EBI100型號
Model

設定溫度
Temperature Setting

最大帶寬/厚
Max Band Width /
Thickness

機器尺寸
Machine Dimensions

Ambient Temperature
30~130℃ (Max)

(W)380×(D)700×(H)1550mm

送帶速度
Feeding Speed

1.6 kW

6 W

30~95 mm / 0.8~1.2 mm

180 cm/min

單／雙線纏繞
Single Lockstitch Double Lockstitch

Regulator  穩壓器 UPS  不間斷電源供應 Air Tank  儲氣筒

Overlapping range 重疊尺寸 0~13mm 

Two folding length 兩折長度 150~990mm

高速自動鬆緊帶搭接機

Automatic Elastic Ring Making Machine

鬆緊帶整燙機

Ironing Device

Single
lockstitch

A   3~6mm
B   15~30mm
－

A

B

Double
lockstitch

C

A

A

BA   3~6mm×2
C   20~30mm
B   10~25mm

摺痕寬Crease width

摺縫中心線
Card crease center

5~7mm

35~
65m

m

35~65mm 35~90mm消費電力 Power consumption

750 W ( Max )

750 W ( Max ) 750 W ( Max ) 800 W ( Max )

950 W ( Max ) 950 W ( Max )消費電力 
Power consumption

All machines are for 
Single Phase 1Φ AC200~240V  50/60Hz※


